NEW (2) 1" GRS CONDUIT
(NO. & SIZE OF CABLES AS
REQUIRED BY THE GATE
DRIVER MANUFACTURER)
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(TYPICAL OF 2)

CARD READER MOUNTING DETAIL

NOT TO SCALE

NOTES:

2

. THE LOCATION OF THE PROPOSED KEY PAD OPERATED GATE

DRIVER, DISCONNECT, CARD READER, AND DETECTOR
LOOPS ARE FOR INFORMATION ONLY AND SHALL BE

FIELD ADJUSTED PER THE MANUFACTURER RECOMMENDATION.

THE MINIMUM BURIAL DEPTH FOR GRS CONDUIT 1S
24" BELOW FINISHED GRADE.

NO DIRECT BURIED CABLE WILL BE ALLOWED IN THE
INSTALLATION OF THE NEW KEY PAD OPERATED GATE
DRIVER.

NEW KEY PAD SHALL BE MODEL # 55-LCK1000 BY
LINK CONTROLS OR EQUAL.

. CONTRACTOR SHALL PROVIDE AND INSTALL ELECTRIC GATE

COMPONENTS AS A COMPLETE WORKING UNIT. THE GATE
WORK SHALL INCLUDE, BUT NOT BE LIMITED TO THE GATE
OPERATOR AND FOUNDATION, AND POWER CABLES
CONDUIT, KEY PAD, TRENCHING, CIRCUIT BREAKERS, AND
ALL CONNECTIONS, LABOR AND MATERIALS NECESSARY TO
COMPLETE QPERATION. BOLLARDS SHALL BE PAID FOR
SEPARATELY.

. LOCATION OF THE GATE OPERATOR SHALL BE AS

RECOMMENDED BY THE MANUFACTURER.

GATE TYPE GATE
s | DISTANGE BETWEEN GATE POSTS 16'~0
(INSIDE FACE TO INSIDE FACE)
s | DISTANCE BETWEEN HANGER POSTS | o
(CENTER TO GENTER)
c OVERALL GATE LENGTH 266" F
0 OVERALL GATE HEIGHT 8-0"
£ HEIGHT OF FABRIC IN GATE 8'~0"
F COUNTER BALANCE LENGTH 10-8"
G | HEIGHT OF 4" POSTS ABOVE GRADE | &'-6"

* OR AS RECOMMENDED BY MFG.

LOCATIONS, DETAILS AND CHARACTER
OF EQUIPMENT SHOWN ON- THIS SHEET
ARE GENERIC. EQUIPMENT LOCATIONS
SHALL BE AS RECOMMENDED BY THE
EQUIPMENT MANUFACTURER.
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NOT TO SCALE
246 XHHW
1-#8 XHHW NEUTRAL
1-1/2" GRSC.

12QVAC DUPLEX GFCI RECEPTACLE
WITH A NEMA 3R WEATHERPROOF

COVER

BY CONTRACTOR PER COMED
REQUIREMENTS

FINISHED GRADE

1-1/2" GRS CONDUIT

TO UTILITY TRANSFORMER/

SERVICE DROP POLE

FROM UTILITY TRANSFORMER “’JI“

120/24QVAC, 1 8, 3 WIRE
UNDERGROUND SERVICE.
SERVICE CABLE FROM UTILITY

5'—6" NOM.

INCLUDE GROUND BUS AND SOLID NEUTRAL.
BOND NEUTRAL TO GROUND.

GALVANIZED UNISTRUT P1000PG OR
£QUAL (TYP.). BOLT AS REQUIRED.

#6 BARE STRANDED COPPER
GROUND CONDUCTOR IN 17
SCHED 40 PVC CONDUIT
2-10 XLP—~USE

1 #10 GND_IN 17 GRSC

6" i I

XFMR TO METER FURNISHED

AND INSTALLED BY CONTRACTOR.
CONTRACTOR TO FURNISH

& INSTALL ALL SERVICE
ENTRANCE CONDUIT & DUCT
FROM THE METER BASE TO

10" UP THE UTILITY TRANSFORMER
POLE AS DETAILED HEREIN.
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600V, 20 AMP 2 POLE CIRCUIT BREAKER IN A NEMA 4X
STAINLESS STEEL ENCLOSURE U.L. LISTED SUITABLE
FOR SERVICE ENTRANCE AND PAD LOCKABLE,
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THIS BAR IS EQUAL TO 2°
AT FULL SCALE (34x22).

#6 BARE STRANDED COPPER,
CADWELD TO GROUND RODS.
(TYPICAL)

3/4” DIA x 10° LONG
COPPERCLAD GROUND
ROD (TYPICAL) MIN.
BURY 1'-0" BELOW
FINISHED GRADE
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